REVISIONS

NUMBER 8y DATE
DETAIL 3 .
" TAMP SOiL -
127 l 12 I FIRMLY 9_ 4"
DETAIL 3 © L
:(D gN 1 1) 1 H k] 1 1)
P 4] 1 2
S, o S ]
e 2 o AN T o B0
STAPLES PLOT 1
DETAIL 1 - TERMINAL FOLD DETAIL 2 - JUNCTION SLOT DETAIL 3 - ANCHOR SLOT DETAIL 4 - LAP JOINT DETAIL 5 - STAPLE DETAIL.
DETAIL 3 EXCELSIOR BLANKET DETAILS
N.T.S.
DETAIL 4 EXCELSIOR BLANKET NOTES
1. STAPLES TO BE PI.ACED ALTERNATELY, IN COLUMNS APPROXIMATELY

2" APART AND IN ROWS APPROXIMATELY 3' APART.

2. EROSION CONTROL MATERIAL SHALL BE PLACED LOOSELY OVER GROUND
DETALL 1 s ) SURFACE. DO NOT STRETCH.

3. ALL TERMINALS ENDS AND TRANSVERSE LAPS SHALL BE STAPLED AT
- APPROXIMATELY 12" INTERVALS.
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| RIP-RAP DETAILS
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SECTION, ’ . PROJECT: PIA-3865
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) RIP-RAP NOTES AP PROJ 3-17-0080-XX
EROSION CONTROL FABRIC FENCE DETAILS /L 1. THE ENGINEER SHALL DETERMINE THE FINAL
NTS EMBEDDED RIP—RAP_CONFIGURATION IN THE FIELD. FILE:
) 4" (MIN.) 2. PLACE AT EXISTING PIPE LOCATIONS AS DIRECTED pr—— T
EROSION CONTROL FABRIC FENCE NOTES BY THE ENGINEER. — -
1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES OR STAPLES. SIENSIONS ~TABLE 1 prvrr——— =
2. FILTER CLOTH TO BE FASTENED SECURELY TO WOVEN WIRE FENCE WITH TIES SPACED EVERY _ APPROVED BY: CET
2'~0" AT TOP AND MID SECTION. INSIDE OUTLET INLET
' DIAMETER | DIMENSION (FT.) | DIMENSION (FT.) DATE: 02-13-2009
3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE OVERLAPPED BY m?ms)m AT Te 1T 2aTs Te o8 Nor 07061-04-00
&7 MiNIMU : INLET PROTECTION WITH STRAW BALES -
4. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN "BULGES” N.T.S. THRU 519 2 9 6 | 2 |EROSION CONTROL DETALLS
DEVELOP IN THE SILT FENCE. MAINTENANCE, WHICH INCLUDES THE REPLACEMENT OF DAMAGED : ; s , SHEET 1 OF 2
FENCE SHALL BE CONSIDERED INCIDENTAL TO THE COST OF THE EROSION CONTROL FENCE.
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